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LAMP PHOTOMETRIC REPORT

MODEL: 93PFLD6030/BL

POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 5175.6 lm
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

5991 5445 4902 5504 5997 5259 4591 5206 533.0 533.0 10.3

5478 4406 3422 4464 5497 4202 3289 4153 1369 1902 36.8

3578 3221 2198 3228 3644 3070 1804 3012 1705 3607 69.7

1195 1306 235.8 1330 1258 1092 196.7 1089 1149 4756 91.9

240.0 140.9 65.35 143.9 241.6 120.8 54.92 113.1 329.5 5085 98.3

53.10 31.17 23.47 31.12 51.27 26.87 19.85 26.42 70.65 5156 99.6

7.641 6.621 5.501 6.669 7.320 4.710 2.039 4.633 17.72 5174 100

0.4556 0.3772 0.2724 0.3856 0.3556 0.3094 0.3217 0.3036 1.639 5175 100

0.2802 0.2239 0.1908 0.2133 0.3664 0.3230 0.2835 0.3186 0.3136 5176 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:31 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93PFLD6030/BL

POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 5815

5 5886

10 5991

15 5877

20 5478

25 4630

30 3578

35 2343

40 1195

45 533

50 240

55 110

60 53.1

65 24.6

70 7.64

75 0.75

80 0.46

85 0.31

90 0.28

10

5815

5879

5968

5833

5425

4606

3571

2398

1262

559

254

117

55.9

26.0

8.64

0.69

0.40

0.28

0.28

20

5815

5854

5878

5669

5223

4445

3458

2413

1349

608

275

121

54.8

24.3

8.14

0.73

0.43

0.30

0.27

30

5815

5811

5729

5430

4936

4250

3342

2445

1516

726

260

95.0

41.4

19.3

7.21

1.06

0.40

0.26

0.26

40

5815

5756

5539

5128

4576

3973

3252

2444

1539

620

169

66.2

32.4

16.2

6.70

1.53

0.41

0.27

0.23

50

5815

5702

5351

4821

4236

3695

3190

2302

1073

289

113

55.9

29.9

15.4

6.54

1.34

0.35

0.22

0.21

60

5815

5647

5155

4518

3910

3450

2914

1794

487

179

89.4

49.3

27.7

14.8

6.26

0.74

0.33

0.23

0.20

70

5815

5613

5018

4286

3661

3241

2561

1148

300

145

75.8

43.9

26.3

14.9

6.37

0.48

0.27

0.19

0.19

80

5815

5583

4916

4123

3474

3045

2270

966

245

125

67.4

39.5

24.4

14.4

5.89

0.47

0.28

0.22

0.19

90

5815

5588

4902

4085

3422

2983

2198

690

236

121

65.3

38.2

23.5

13.8

5.50

0.44

0.27

0.19

0.19

100

5815

5595

4931

4139

3489

3061

2292

785

246

125

67.6

39.5

24.3

14.3

5.87

0.48

0.29

0.21

0.19

110

5815

5640

5051

4326

3693

3265

2588

1172

304

146

76.3

43.9

26.2

14.9

6.39

0.49

0.27

0.19

0.19

120

5815

5682

5202

4577

3958

3470

2934

1820

495

182

90.6

49.7

27.8

14.8

6.33

0.78

0.34

0.23

0.20

130

5815

5745

5407

4889

4290

3721

3201

2313

1093

295

115

56.5

29.9

15.3

6.61

1.45

0.35

0.22

0.20

140

5815

5794

5602

5194

4638

4011

3255

2457

1567

636

173

67.0

32.3

16.0

6.73

1.64

0.42

0.27

0.23

150

5815

5846

5789

5498

5009

4304

3369

2483

1549

749

268

95.5

40.9

18.9

7.17

1.13

0.42

0.26

0.24

160

5815

5880

5919

5732

5297

4513

3521

2482

1388

632

279

120

53.7

23.7

8.11

0.79

0.45

0.30

0.27

170

5815

5895

6000

5881

5483

4665

3640

2468

1307

577

254

115

54.4

25.3

8.65

0.72

0.42

0.28

0.27

180

5815

5887

5997

5892

5497

4675

3644

2430

1258

556

242

108

51.3

23.5

7.32

0.45

0.36

0.35

0.37

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:31 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93PFLD6030/BL

POWER: 60W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 5815

5 5867

10 5934

15 5778

20 5357

25 4525

30 3520

35 2369

40 1249

45 553

50 245

55 110

60 51.8

65 23.5

70 7.25

75 0.42

80 0.35

85 0.33

90 0.36

200

5815

5828

5805

5553

5086

4307

3363

2362

1330

597

263

112

49.5

21.1

6.41

0.39

0.32

0.32

0.37

210

5815

5766

5606

5238

4721

4047

3194

2347

1416

644

227

94.0

35.6

15.7

5.13

0.48

0.33

0.31

0.34

220

5815

5695

5382

4906

4369

3809

3142

2293

1370

505

145

58.8

28.3

13.3

4.85

0.75

0.30

0.30

0.34

230

5815

5618

5137

4574

4034

3560

2997

2004

813

232

96.5

48.3

25.5

12.5

4.57

0.52

0.32

0.30

0.31

240

5815

5551

4927

4287

3773

3342

2650

1447

382

169

77.9

42.8

23.8

12.2

4.27

0.35

0.29

0.29

0.31

250

5815

5482

4746

4040

3531

3072

2244

811

249

120

64.6

37.7

22.3

11.9

3.49

0.37

0.31

0.29

0.29

260

5815

5450

4646

3891

3360

2851

1818

561

210

105

57.7

34.3

21.0

11.5

2.64

0.34

0.28

0.28

0.29

270

5815

5422

4591

3823

3289

2751

1804

486

197

99.0

54.9

32.6

19.9

10.7

2.04

0.38

0.32

0.29

0.28

280

5815

5440

4632

3881

3351

2830

1798

548

206

104

57.2

34.0

20.8

11.3

2.55

0.34

0.28

0.28

0.29

290

5815

5464

4717

4017

3498

3027

2189

943

240

117

63.5

37.2

22.1

11.8

3.31

0.36

0.31

0.29

0.29

300

5815

5522

4885

4247

3719

3292

2591

1371

357

148

75.5

41.9

23.5

12.1

4.09

0.34

0.29

0.29

0.30

310

5815

5586

5083

4529

3988

3527

2947

1946

857

216

92.1

47.0

25.0

12.4

4.46

0.45

0.31

0.29

0.31

320

5815

5667

5328

4863

4319

3766

3077

2243

1322

460

134

56.4

27.8

13.3

4.80

0.69

0.30

0.30

0.33

330

5815

5740

5561

5201

4685

4009

3128

2282

1377

627

215

89.2

34.6

15.5

5.09

0.41

0.32

0.31

0.34

340

5815

5806

5770

5531

5069

4286

3311

2301

1290

578

260

112

49.2

20.9

6.21

0.36

0.32

0.32

0.36

350

5815

5859

5919

5772

5349

4509

3479

2305

1204

535

244

111

52.5

23.6

6.98

0.40

0.33

0.33

0.36

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:31 August 2022 Remarks:


