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LAMP PHOTOMETRIC REPORT

MODEL: 93ZFLD1240/BL

POWER: 12W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1124.2 1m ~/+180
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UNIT:cd
€0/180,64.7
€30/210,58.1
—C60/240,54.0
©90/270,51.5

AVERAGE BEAM ANGLE (50%) :57.1 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 1292 1242 1175 1267 1296 1178 1097 1171 0- 10 122.5 122.5 10.9
20 1088 912.0 814.7 929.4 1068 878.1 791.3 872.5 10- 20 298.6 421.1 37.5
30 766.2 643.5 542.8 630.3 762.7 582.9 441.5 588.5 20- 30 355.9 777.0 69.1
40 327.3 266.6 45.72 285.0 329.5 223.8 40.93 230.0 30— 40 247.0 1024 91.1
50 60.37 27.38 12.81 30.61 66.56 25.76 10.58 26.42 40- 50 80.11 1104 98.2
60 11.57 5.876 4.561 6.145 12.68 5.003 3.661 4,904 50- 60 16.04 1120 99.6
70 1.607 1.262 1.138 1.372 1.804 0.8989 0.5659 0.8251 60— 70 3.644 1124 100
80 0.0841 0.0476 0.0136 0.0532 0.0461 0.0381 0.0408 0.0382 70- 80| 0.3237 1124 100
90 0.0380 0.0218 0.0136 0.0191 0.0461 0.0367 0.0327 0.0354 80- 90| 0.0369 1124 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:26 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93ZFLD1240/BL

POWER: 12W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 1347 | 1347 | 1347 | 1347 | 1347 | 1347 | 1347 | 1347 | 1347 | 1347 | 1347 | 1347 | 1347 | 1347 | 1347 | 1347 | 1347 | 1347 | 1347
5 1341 | 1346 | 1348 | 1348 | 1345 | 1340 | 1336 | 1334 | 1331 | 1332 | 1334 | 1338 | 1343 | 1350 | 1353 | 1354 | 1354 | 1349 | 1342
10 1292 | 1299 | 1294 | 1280 | 1255 | 1229 | 1206 | 1189 | 1176 | 1175 | 1181 | 1198 | 1224 | 1254 | 1280 | 1300 | 1307 | 1306 | 1296
15 1207 | 1214 | 1196 | 1155 | 1101 | 1056 | 1018 | 992 972 970 982 | 1006 | 1039 | 1081 | 1127 | 1174 | 1205 | 1211 | 1199
20 1088 | 1094 | 1069 | 1011 | 940 | 884 | 849 | 830 | 816 | 815 | 824 | 843 | 868 904 955 | 1017 | 1064 | 1082 | 1068
25 926 | 923 | 891 | 843 | 794 | 754 | 733 | 736 | 737 | 736 | 741 | 745 | 741 | 758 | 791 | 837 | 890 922 917
30 766 | 768 | 724 667 639 | 648 626 | 583 | 551 | 543 | 560 | 598 630 631 630 672 | 731 | 769 | 763
35 552 | 563 | 546 | 525 | 500 | 456 | 369 | 235 | 159 | 144 | 169 | 257 | 388 | 461 | 502 | 522 | 551 | 565 | 552
40 327 | 337 | 338 | 353 | 334 | 199 | 120 | 54.9| 47.3 | 45.7 | 47.9|57.9| 95.9 | 226 | 344 | 348 | 343 | 338 | 330
45 149 | 172 | 177 | 195 | 130 | 50.6 | 33.7 | 27.7 | 24.7 | 24.0|25.1|28.5|35.3|58.0| 147 | 199 | 177 | 175 | 155
50 60.4 | 64.7 | 72.5| 68.4 | 33.0(21.7|17.3|14.7 |13.2|12.8 |13.4| 15.1|17.9|23.0 | 38.3 | 73.7 | 78.0| 70.8 | 66.6
55 25.8 | 27.3|27.7|19.8|13.0|10.7 | 9.43 | 8.41 | 7.61 | 7.38 | 7.73 |8.63|9.77|11.1|14.0|23.1 | 32.1|30.4|28.8
60 11.6 | 12.0 [ 11.3 | 7.97 | 6.13 | 5.62 | 5.26 | 5.01 | 4.72 | 4.56 | 4.78 | 5.12 | 5.43 | 5.81 | 6.48 | 8.89 | 13.2 | 13.4 | 12.7
65 5.21 | 5.40 | 4.79 | 3.64 | 3.02|2.88|2.85|2.88|2.86|2.76|2.91|2.94|2.94|3.01|3.22|4.05|5.54|6.00|5.65
70 1.61|1.75|1.60|1.36 1.29|1.24(1.23|1.23(1.20(1.14|1.26|1.29|1.31|1.33|1.41|1.57|1.94|2.101.80
75 0.15|0.12|0.15| 0.17 | 0.29 | 0.21 | 0.13 | 0.06 | 0.08 | 0.06 | 0.08 | 0.07 | 0.16 | 0.29 | 0.36 | 0.23 | 0.18 | 0.13 | 0.05
80 0.08 |0.05|0.08|0.05|0.06|0.03|0.04|0.01L|0.04|0.01|[0.04|0.01|0.05|0.04|0.07|0.05/|0.08|0.06]0.05
85 0.05|0.04|0.05|0.03|0.04|0.02|0.02|0.01|0.02|0.01|0.02|0.01|0.02|0.02|0.04|0.02|0.04|0.03]0.05
90 0.04|0.04|0.04|0.03|0.02|0.02|0.02|0.01|0.01|0.01|0.01|0.01|0.02|0.02|0.02|0.02|0.04|0.03]0.05
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:26 August 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93ZFLD1240/BL

POWER: 12W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: cd
C (DEG)

y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 1347 | 1347 | 1347 | 1347 | 1347 | 1347 | 1347 | 1347 | 1347 | 1347 | 1347 | 1347 | 1347 | 1347 | 1347 | 1347 | 1347
5 1334 | 1323 | 1310 | 1296 | 1284 | 1272 | 1262 | 1258 | 1256 | 1258 | 1263 | 1271 | 1281 | 1296 | 1309 | 1322 | 1333
10 1280 | 1256 | 1224 | 1193 | 1163 | 1137 | 1115 | 1102 | 1097 | 1103 | 1111 | 1132 | 1156 | 1186 | 1216 | 1247 | 1273
15 1176 | 1144 | 1098 | 1050 | 1008 | 976 | 950 | 935 | 931 | 935 | 947 | 968 | 998 | 1041 | 1091 | 1141 | 1181
20 1039 | 996 | 944 | 898 | 858 | 828 | 808 | 796 | 791 | 798 | 804 | 818 | 848 | 897 | 953 | 1011 | 1059
25 886 | 836 | 786 | 753 | 728 | 701 | 677 | 661 | 655 | 663 | 672 | 692 | 726 | 758 | 789 | 841 | 895
30 732 | 685 | 629 | 595 | 571 | 535 | 489 | 458 | 442 | 452 | 485 | 537 | 580 | 597 | 624 | 682 | 735
35 530 | 510 | 486 | 440 | 373 | 300 | 192 | 138 | 121 | 138 | 195 | 308 | 376 | 443 | 486 | 512 | 534
40 322 | 315 | 308 | 281 | 167 | 79.8 | 51.2 | 43.0 | 40.9 | 43.1 |51.3|81.3| 171 | 289 | 315 | 315 | 321
45 153 | 171 | 162 | 112 | 48.1 | 30.4 | 24.0 | 21.2 | 20.3 | 21.3 |24.0| 30.6 | 49.3 | 117 | 168 | 172 | 150
50 67.2 | 69.7 | 59.4|32.0|19.5|15.1 |12.5|11.1|10.6 |11.1| 12.5|15.2 | 19.6 | 33.3 | 62.8 | 68.3 | 62.1
55 29.3|28.7|19.3|11.9|9.26 |7.99 | 6.95| 6.28 | 6.00 | 6.28 | 6.93 | 7.92 | 9.20 | 12.0 | 19.6 | 27.1 | 26.4
60 13.0 | 11.7 | 7.37 | 5.34 | 4.66 | 4.29 | 4.06 | 3.80 | 3.66 | 3.81 | 4.03 | 4.22 | 4.55 | 5.26 | 7.30 | 11.1 | 11.7
65 5.62 | 4.65 | 3.09|2.43|2.27|2.19|2.22|2.17|2.09|2.18 | 2.19|2.13 | 2.17 | 2.32|2.98 | 4.39 | 5.10
70 1.77 |1.40 | 1.04 | 0.91 | 0.89 | 0.82 | 0.78 | 0.64 | 0.57 | 0.66 | 0.78 | 0.78 | 0.82 | 0.83 | 0.94 | 1.25 | 1.51
75 0.07 | 0.05 | 0.10 | 0.13 | 0.11 | 0.03 | 0.05 | 0.03 | 0.06 | 0.03 | 0.05 | 0.03 [ 0.10 | 0.09 | 0.07 | 0.04 | 0.06
80 0.05|0.04|0.04|0.04|0.04|0.03|[0.04|0.03|0.04|0.03|0.04|0.03|[0.04|0.04|0.04|0.04/0.05
85 0.04 | 0.04 | 0.04|0.04|0.04|0.03|[0.03|0.03|0.04|0.03|0.03|0.03(0.04|0.04|0.04|0.04/0.04
90 0.04 | 0.05|0.04|0.04 |0.04|0.04|[0.03|0.03|0.03|[0.03|0.03|0.03|0.04|0.04|0.04|0.04/0.04
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Operators: Test Distance:6.265m [K=1.0000]

Test Date:26 August 2022 Remarks:



