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LAMP PHOTOMETRIC REPORT

MODEL: 98Helios30 new_design

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1923.0 1m ~/+180
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AVERAGE BEAM ANGLE (50%) :82.6 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 1016 998.7 991.3 998.0 1003 997.9 1002 1011 0- 10 96.62 96.62 5.02
20 964.3 937.2 915.2 941.8 944.3 952.9 959.4 968.6 10- 20 277.3 373.9 19.4
30 879.8 715.1 690.3 794.2 862.6 792.9 783.9 854.5 20- 30 401.5 775.4 40.3
40 682.1 484.1 424.1 607.5 677.9 595.2 544.9 673.8 30— 40 425.7 1201 62.5
50 488.1 238.3 194.7 386.3 489.1 287.4 207.7 428.3 40- 50 347.8 1549 80.5
60 220.8 133.3 135.2 180.7 241.9 139.9 135.7 189.4 50- 60 220.1 1769 92
70 64.27 64.19 64.00 68.23 70.52 64.08 61.60 66.53 60— 70 110.3 1879 97.7
80 15.25 14.38 13.89 15.75 15.69 14.58 13.85 14.89 70- 80 39.49 1919 99.8
90 0.6163 0.4542 0.4142 0.5467 0.4805 0.3794 0.3706 0.4540 80- 90 4.121 1923 100
100 90-100

110 100-110

120 110-120

130 120-130
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150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 30.0DEG Interval: O0.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:11 July 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Helios30 new_design
POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd
C (DEG)
y (DEG) 0 30 60 90 120 | 150 | 180 | 210 | 240 | 270 | 300 | 330
0 1022 | 1022 | 1022 | 1022 | 1022 | 1022 | 1022 | 1022 | 1022 | 1022 | 1022 | 1022
5 1022 | 1017 | 1016 | 1013 | 1015 | 1015 | 1016 | 1017 | 1017 | 1021 | 1021 | 1024
10 1016 | 1003 | 995 | 991 | 997 | 999 | 1003 | 997 | 999 | 1002 | 1007 | 1014
15 996 | 980 | 977 | 975 | 966 | 978 | 981 | 972 | 984 | 987 | 991 | 999
20 964 | 960 | 914 | 915 | 941 | 943 | 944 | 950 | 955 | 959 | 971 | 966
25 925 | 917 | 736 | 731 | 902 | 901 | 904 | 916 | 821 | 827 | 937 | 929
30 880 | 740 | 690 | 690 | 730 | 858 | 863 | 807 | 779 | 784 | 828 | 881
35 763 | 666 | 497 | 494 | 650 | 742 | 747 | 720 | 610 | 612 | 739 | 769
40 682 | 548 | 420 | 424 | 544 | 671 | 678 | 644 | 546 | 545 | 657 | 691
45 571 | 391 | 308 | 306 | 389 | 557 | 562 | 463 | 371 | 373 | 475 | 577
50 488 | 283 | 194 | 195 | 289 | 483 | 489 | 368 | 206 | 208 | 371 | 486
55 345 | 205 | 171 | 173 | 209 | 351 | 369 | 251 | 186 | 185 | 252 | 361
60 221 | 133 | 134 | 135 | 136 | 225 | 242 | 143 | 137 | 136 | 144 | 235
65 121 | 99.8 [ 96.5 | 97.7 | 102 | 128 | 133 | 105 | 96.4 | 95.5 | 104 | 129
70 64.3 | 65.3|63.1|64.0| 66.7|69.7|70.5|65.8|62.3|61.6|65.2|67.8
75 35.7 | 36.5 | 35.3 | 36.0 | 37.3 | 37.1 | 37.0 | 36.2 | 34.8 | 34.2 | 35.8 | 36.8
80 15.3 | 15.3 | 13.4 | 13.9 | 15.6 | 15.9 [ 15.7 | 15.1 | 14.1 | 13.9 | 15.0 | 14.8
85 2.341.51|0.51|0.53|1.42|2.33|1.94|1.54|0.63|0.62|1.77]2.29
90 0.62 | 0.50 | 0.41 | 0.41 | 0.49 | 0.61 | 0.48 [ 0.39 | 0.37 | 0.37 | 0.41 | 0.50
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 30.0DEG Interval: O0.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:11 July 2022 Remarks:



