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LAMP PHOTOMETRIC REPORT

MODEL: 92Panel023W

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 4105.5 1m ~/+180
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-120 120

20

€30/210,114.8
—C60/240,114.6
©90/270,114.5

AVERAGE BEAM ANGEE (50%):114.7 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 1376 1373 1373 1372 1376 1376 1378 1376 0- 10 132.3 132.3 3.22
20 1309 1303 1302 1303 1307 1309 1311 1310 10- 20 379.9 512.2 12.5
30 1198 1190 1187 1188 1196 1199 1202 1200 20- 30 578.8 1091 26.6
40 1047 1037 1032 1035 1044 1050 1052 1051 30— 40 702.8 1794 43.7
50 859.9 848.3 841.4 846.0 857.0 864.8 867.3 865.6 40- 50 735.1 2529 61.6
60 643.9 630.1 622.7 628.0 640.8 650.7 653.7 650.9 50- 60 670.6 3200 77.9
70 410.5 395.8 388.4 394.5 407.4 419.8 422.8 419.0 60— 70 518.8 3718 90.6
80 179.5 168.9 163.4 168.0 177.9 192.8 196.3 191.5 70- 80 307.9 4026 98.1
90 2.216 0 0 0 2.425 0 0 0 80- 90 79.39 4106 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
H(3) Range:-90 - 90DEG V(B) Range:-85 - 85DEG
H({@®) Interval: 2.0DEG V(B) Interval: 2.0DEG
Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:19 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92Panel023W

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--1 UNIT: cd
C (DEG)
y (DEG) 0 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90

0 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399
5 1393 | 1392 | 1392 | 1391 | 1391 | 1391 | 1391 | 1391 | 1391 | 1391 | 1391 | 1391 | 1391 | 1391 | 1391 | 1390 | 1390 | 1390 | 1391
10 1376 | 1375 | 1374 | 1374 | 1374 | 1374 | 1373 | 1374 | 1373 | 1373 | 1373 | 1372 | 1372 | 1373 | 1373 | 1373 | 1373 | 1373 | 1373
15 1348 | 1346 | 1346 | 1346 | 1345 | 1345 | 1344 | 1345 | 1345 | 1344 | 1343 | 1343 | 1343 | 1343 | 1342 | 1342 | 1342 | 1342 | 1342
20 1309 | 1307 | 1306 | 1306 | 1305 | 1305 | 1305 | 1304 | 1303 | 1303 | 1303 | 1302 | 1302 | 1302 | 1301 | 1302 | 1302 | 1302 | 1302
25 1258 | 1256 | 1256 | 1255 | 1255 | 1255 | 1253 | 1253 | 1252 | 1252 | 1252 | 1251 | 1250 | 1250 | 1250 | 1249 | 1249 | 1249 | 1249
30 1198 | 1196 | 1195 | 1194 | 1194 | 1193 | 1192 | 1191 | 1191 | 1190 | 1189 | 1189 | 1188 | 1187 | 1187 | 1187 | 1187 | 1187 | 1187
35 1127 | 1125 | 1124 | 1124 | 1122 | 1121 | 1121 | 1120 | 1119 | 1118 | 1117 | 1117 | 1116 | 1115 | 1114 | 1114 | 1114 | 1113 | 1113
40 1047 | 1045 | 1044 | 1043 | 1042 | 1041 | 1039 | 1039 | 1037 | 1037 | 1035 | 1035 | 1034 | 1033 | 1032 | 1032 | 1032 | 1032 | 1032
45 957 955 | 955 | 953 | 952 951 950 949 | 947 946 | 945 | 945 | 943 | 942 941 941 940 940 940
50 860 | 858 | 856 | 855 | 854 | 853 | 852 | 850 | 849 | 848 | 846 | 845 | 844 | 843 | 842 | 842 | 842 | 842 | 841
55 755 | 752 | 751 | 751 | 749 | 748 | 746 | 745 | 743 | 742 | 740 | 739 | 738 | 737 | 736 | 736 | 735 | 735 | 734
60 644 642 640 639 | 638 636 | 635 | 633 | 631 630 628 627 626 | 625 | 624 623 | 623 | 623 | 623
65 528 | 526 | 525 | 523 | 521 | 520 | 518 | 517 | 515 | 514 | 512 | 511 | 510 | 509 | 508 | 507 | 507 | 506 | 506
70 410 | 408 | 407 | 405 | 404 | 402 | 400 | 399 | 398 | 396 | 394 | 393 | 392 | 391 | 390 | 389 | 389 | 388 | 388
75 293 | 291 | 289 | 288 | 286 | 285 | 284 | 282 | 281 | 280 | 278 | 277 | 276 | 275 | 275 | 274 | 274 | 273 | 273
80 179 | 176 | 172 | 173 | 173 | 172 | 171 | 170 | 170 | 169 | 168 | 168 | 167 | 166 | 166 | 165 | 164 | 164 | 163
85 73.3 | 53.1|58.4|66.6|70.6|70.9|69.9|69.8|69.5|69.0|68.5|68.0| 63.2|57.4|52.4|48.3|45.3|43.4|42.7
90 2.22 (0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/|0.00|0.00/0.00/|0.00]0.00
H(g) Range:-90 - 90DEG V(B) Range:-85 — 85DEG
H({@®) Interval: 2.0DEG V(B) Interval: 2.0DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:19 December 2022

Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92Panel023W

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: cd
C (DEG)
y (DEG) 95 100 | 105 | 110 | 115 | 120 | 125 | 130 | 135 | 140 | 145 | 150 | 155 | 160 | 165 | 170 | 175 | 180 | 185

0 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399
5 1390 | 1390 | 1390 | 1391 | 1391 | 1391 | 1391 | 1391 | 1391 | 1391 | 1391 | 1391 | 1391 | 1391 | 1391 | 1392 | 1392 | 1393 | 1392
10 1373 | 1373 | 1373 | 1373 | 1372 | 1372 | 1372 | 1372 | 1372 | 1373 | 1373 | 1373 | 1373 | 1373 | 1373 | 1374 | 1375 | 1376 | 1375
15 1342 | 1342 | 1342 | 1342 | 1342 | 1342 | 1342 | 1343 | 1343 | 1344 | 1344 | 1343 | 1344 | 1345 | 1345 | 1345 | 1345 | 1347 | 1346
20 1302 | 1301 | 1301 | 1301 | 1301 | 1301 | 1301 | 1302 | 1303 | 1302 | 1303 | 1304 | 1304 | 1304 | 1305 | 1305 | 1306 | 1307 | 1306
25 1249 | 1249 | 1249 | 1249 | 1249 | 1249 | 1250 | 1251 | 1250 | 1251 | 1252 | 1252 | 1253 | 1254 | 1254 | 1255 | 1255 | 1256 | 1256
30 1187 | 1187 | 1186 | 1186 | 1186 | 1187 | 1187 | 1188 | 1188 | 1190 | 1190 | 1191 | 1191 | 1192 | 1192 | 1194 | 1194 | 1196 | 1195
35 1113 | 1113 | 1114 | 1114 | 1114 | 1115 | 1116 | 1116 | 1117 | 1117 | 1118 | 1119 | 1120 | 1120 | 1122 | 1122 | 1123 | 1124 | 1124
40 1032 | 1032 | 1031 | 1031 | 1032 | 1033 | 1033 | 1034 | 1035 | 1036 | 1037 | 1037 | 1039 | 1040 | 1040 | 1041 | 1043 | 1044 | 1044
45 940 | 940 940 941 941 942 943 | 943 | 945 | 945 | 947 947 948 950 951 952 953 | 954 955
50 841 | 841 | 841 | 841 | 842 | 843 | 844 | 844 | 846 | 847 | 848 | 849 | 850 | 851 | 853 | 854 | 855 | 857 | 858
55 734 | 735 | 735 | 735 | 736 | 737 | 738 | 738 | 740 | 741 | 743 | 744 | 745 | 746 | 748 | 749 | 750 | 752 | 753
60 623 | 623 | 623 | 623 | 624 625 | 626 | 627 628 629 | 631 632 634 635 | 637 638 639 | 641 642
65 506 | 506 | 507 | 507 | 508 | 509 | 510 | 511 | 512 | 514 | 515 | 516 | 518 | 519 | 521 | 522 | 524 | 526 | 527
70 388 | 389 | 389 | 390 | 390 | 391 | 392 | 393 | 395 | 396 | 397 | 399 | 400 | 401 | 403 | 404 | 406 | 407 | 409
75 273 | 273 | 274 | 274 | 275 | 276 | 277 | 277 | 278 | 280 | 281 | 282 | 283 | 284 | 286 | 287 | 289 | 290 | 292
80 163 | 164 | 164 | 165 | 166 | 166 | 167 | 167 | 168 | 169 | 170 | 170 | 171 | 172 | 170 | 165 | 168 | 178 | 181
85 43.3|45.1|48.1|52.1|57.0| 62.8| 67.6 | 68.1|68.6 | 69.1|69.7|69.9|71.1|71.0| 66.9|58.0|50.1|69.0]78.9
90 0.00 | 0.00| 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/0.00]|2.43]0.00
H(g) Range:-90 - 90DEG V(B) Range:-85 — 85DEG
H({@®) Interval: 2.0DEG V(B) Interval: 2.0DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:19 December 2022

Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92Panel023W

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--3 UNIT: cd
C (DEG)
y (DEG) 190 | 195 | 200 | 205 | 210 | 215 | 220 | 225 | 230 | 235 | 240 | 245 | 250 | 255 | 260 | 265 | 270 | 275 | 280

0 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399
5 1392 | 1392 | 1392 | 1392 | 1392 | 1392 | 1392 | 1392 | 1392 | 1393 | 1393 | 1393 | 1393 | 1393 | 1393 | 1393 | 1393 | 1393 | 1393
10 1375 | 1375 | 1375 | 1375 | 1375 | 1376 | 1376 | 1376 | 1376 | 1376 | 1376 | 1377 | 1377 | 1377 | 1377 | 1378 | 1378 | 1378 | 1378
15 1346 | 1347 | 1347 | 1347 | 1347 | 1348 | 1349 | 1349 | 1348 | 1348 | 1348 | 1349 | 1349 | 1349 | 1349 | 1349 | 1349 | 1349 | 1349
20 1307 | 1307 | 1307 | 1308 | 1309 | 1309 | 1309 | 1309 | 1309 | 1309 | 1309 | 1310 | 1310 | 1310 | 1311 | 1311 | 1311 | 1311 | 1311
25 1257 | 1257 | 1258 | 1258 | 1258 | 1259 | 1259 | 1259 | 1260 | 1260 | 1260 | 1260 | 1260 | 1261 | 1261 | 1261 | 1261 | 1261 | 1261
30 1196 | 1196 | 1197 | 1198 | 1198 | 1198 | 1199 | 1199 | 1200 | 1200 | 1200 | 1200 | 1200 | 1201 | 1201 | 1202 | 1202 | 1202 | 1201
35 1125 | 1126 | 1126 | 1127 | 1128 | 1128 | 1129 | 1129 | 1129 | 1130 | 1130 | 1130 | 1130 | 1130 | 1131 | 1130 | 1131 | 1131 | 1131
40 1045 | 1046 | 1047 | 1048 | 1048 | 1049 | 1049 | 1050 | 1050 | 1050 | 1050 | 1050 | 1051 | 1051 | 1052 | 1052 | 1052 | 1052 | 1052
45 956 | 957 958 958 959 | 960 960 961 961 962 962 962 962 963 | 963 | 963 | 963 | 963 | 963
50 858 | 860 | 860 | 861 | 862 | 863 | 864 | 865 | 864 | 865 | 866 | 866 | 866 | 866 | 867 | 867 | 867 | 867 | 867
55 754 | 756 | 757 | 757 | 758 | 759 | 760 | 761 | 761 | 762 | 762 | 762 | 762 | 763 | 763 | 763 | 763 | 763 | 763
60 643 | 645 | 646 | 647 648 649 | 650 651 651 652 652 652 653 | 653 | 653 | 654 654 653 | 653
65 529 | 530 | 532 | 532 | 534 | 535 | 536 | 536 | 537 | 538 | 538 | 538 | 539 | 539 | 539 | 539 | 539 | 539 | 539
70 411 | 413 | 414 | 416 | 417 | 418 | 419 | 420 | 421 | 421 | 422 | 422 | 422 | 423 | 423 | 423 | 423 | 423 | 422
75 294 | 296 | 298 | 299 | 301 | 302 | 303 | 304 | 305 | 306 | 306 | 307 | 307 | 307 | 308 | 308 | 308 | 307 | 307
80 183 | 184 | 186 | 187 | 189 | 190 | 192 | 193 | 194 | 195 | 196 | 196 | 196 | 196 | 196 | 196 | 196 | 196 | 196
85 81.0 | 82.3|84.4|86.0|87.0|88.7|90.5|92.0(93.4|94.5|88.0|79.5|72.4|66.6|62.3|59.7|58.8|59.6|62.1
90 0.00 | 0.00| 0.00 | 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/|0.00|0.00/0.00/|0.00]0.00
H(g) Range:-90 - 90DEG V(B) Range:-85 — 85DEG
H({@®) Interval: 2.0DEG V(B) Interval: 2.0DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:19 December 2022

Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92Panel023W

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--4 UNIT: cd
C (DEG)
y (DEG) 285 | 290 | 295 | 300 | 305 | 310 | 315 | 320 | 325 | 330 | 335 | 340 | 345 | 350 | 355

0 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399 | 1399
5 1393 | 1393 | 1393 | 1393 | 1393 | 1393 | 1392 | 1392 | 1392 | 1392 | 1392 | 1392 | 1392 | 1392 | 1393
10 1377 | 1377 | 1377 | 1376 | 1376 | 1376 | 1376 | 1376 | 1376 | 1376 | 1376 | 1376 | 1375 | 1375 | 1376
15 1349 | 1349 | 1349 | 1349 | 1349 | 1349 | 1349 | 1349 | 1349 | 1348 | 1348 | 1348 | 1348 | 1347 | 1347
20 1311 | 1310 | 1310 | 1310 | 1310 | 1310 | 1310 | 1309 | 1309 | 1310 | 1309 | 1308 | 1308 | 1308 | 1308
25 1261 | 1261 | 1260 | 1260 | 1261 | 1261 | 1260 | 1260 | 1260 | 1259 | 1259 | 1259 | 1258 | 1258 | 1257
30 1201 | 1201 | 1200 | 1201 | 1200 | 1200 | 1200 | 1201 | 1200 | 1199 | 1199 | 1199 | 1198 | 1198 | 1197
35 1131 | 1131 | 1131 | 1131 | 1131 | 1130 | 1130 | 1130 | 1129 | 1130 | 1128 | 1128 | 1128 | 1127 | 1126
40 1051 | 1051 | 1051 | 1051 | 1051 | 1050 | 1051 | 1050 | 1050 | 1049 | 1049 | 1048 | 1047 | 1047 | 1046
45 963 | 963 | 962 | 963 | 963 | 962 | 962 | 961 | 962 | 960 | 960 | 960 | 958 | 959 | 957
50 867 | 866 | 866 | 866 | 866 | 865 | 866 | 864 | 864 | 864 | 863 | 862 | 861 | 861 | 860
55 763 | 762 | 762 | 762 | 762 | 761 | 761 | 760 | 760 | 759 | 759 | 758 | 758 | 756 | 755
60 653 | 653 | 652 | 652 | 652 | 651 | 651 | 650 | 649 | 649 | 648 | 648 | 646 | 645 | 644
65 539 | 538 | 538 | 538 | 537 | 537 | 536 | 535 | 535 | 534 | 533 | 532 | 531 | 530 | 529
70 422 | 422 | 421 | 421 | 420 | 420 | 419 | 419 | 417 | 417 | 416 | 415 | 413 | 412 | 411
75 307 | 306 | 306 | 305 | 305 | 304 | 303 | 302 | 301 | 300 | 299 | 297 | 296 | 295 | 294
80 196 | 196 | 195 | 195 | 194 | 193 | 191 | 190 | 189 | 187 | 186 | 184 | 183 | 182 | 180
85 66.3|72.0|78.8 | 86.9|93.1|91.7|90.2|88.5|86.7|84.6|83.4(81.8|80.0/78.7|77.2
90 0.00 | 0.00 | 0.00| 0.00 | 0.00| 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00]|0.00]|0.00
H(g) Range:-90 - 90DEG V(B) Range:-85 — 85DEG
H({@®) Interval: 2.0DEG V(B) Interval: 2.0DEG
Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:19 December 2022 Remarks:




