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LAMP PHOTOMETRIC REPORT

MODEL: 93ZFLD3030/BL

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

2552 2814 2952 2502 2299 2583 3014 2922 267.8 267.8 10.1

1766 2307 2700 2038 1688 2087 2797 2415 695.6 963.4 36.2

891.9 1599 1790 1565 1180 1621 1889 1703 875.6 1839 69.1

104.1 555.7 615.5 629.0 134.0 688.6 674.6 655.6 602.3 2441 91.7

28.03 61.68 127.4 67.07 33.98 74.01 121.6 72.11 175.9 2617 98.3

9.946 13.46 27.82 13.98 11.40 14.57 25.56 13.95 35.86 2653 99.6

1.573 2.780 4.187 2.707 2.412 2.786 3.925 2.729 8.823 2662 100

0.1158 0.1589 0.1857 0.1503 0.1210 0.1331 0.1640 0.1408 0.8261 2663 100

0.0834 0.0950 0.1311 0.1025 0.1210 0.1358 0.1612 0.1394 0.1381 2663 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:30 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93ZFLD3030/BL

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 2909

5 2860

10 2552

15 2133

20 1766

25 1473

30 892

35 247

40 104

45 53.0

50 28.0

55 16.3

60 9.95

65 5.67

70 1.57

75 0.17

80 0.12

85 0.09

90 0.08

10

2909

2867

2569

2161

1809

1507

970

281

111

55.9

29.6

17.1

10.5

6.03

1.85

0.15

0.09

0.08

0.08

20

2909

2873

2606

2227

1871

1599

1136

395

131

63.8

33.3

18.9

11.2

6.27

2.29

0.22

0.12

0.09

0.08

30

2909

2894

2683

2360

2027

1746

1378

703

193

80.7

40.4

21.8

12.0

6.33

2.53

0.30

0.11

0.08

0.08

40

2909

2913

2767

2515

2206

1890

1550

1022

397

118

50.1

24.6

12.8

6.45

2.70

0.50

0.16

0.11

0.09

50

2909

2934

2862

2691

2409

2065

1647

1203

715

255

73.3

29.8

14.1

6.88

2.86

0.65

0.15

0.10

0.10

60

2909

2943

2934

2830

2586

2212

1721

1241

764

345

120

43.0

18.1

8.23

3.10

0.50

0.19

0.14

0.12

70

2909

2945

2977

2926

2710

2312

1809

1269

708

321

144

62.6

27.1

11.6

3.92

0.38

0.18

0.12

0.12

80

2909

2938

2985

2952

2736

2334

1826

1223

644

292

133

60.9

28.6

13.2

4.49

0.36

0.21

0.14

0.13

90

2909

2915

2952

2912

2700

2305

1790

1192

615

281

127

58.3

27.8

13.0

4.19

0.32

0.19

0.13

0.13

100

2909

2883

2885

2815

2593

2201

1725

1152

609

278

127

59.0

28.1

13.1

4.18

0.33

0.20

0.14

0.13

110

2909

2844

2789

2675

2443

2074

1642

1157

655

300

138

60.0

26.8

11.9

3.84

0.29

0.17

0.12

0.13

120

2909

2802

2676

2503

2267

1948

1574

1183

738

332

120

44.7

19.5

8.81

3.05

0.35

0.19

0.13

0.11

130

2909

2759

2557

2341

2110

1866

1577

1212

748

289

80.2

31.3

14.7

7.10

2.80

0.49

0.14

0.10

0.11

140

2909

2719

2446

2188

1966

1782

1553

1107

510

139

53.9

25.7

13.2

6.55

2.62

0.40

0.16

0.11

0.10

150

2909

2689

2363

2065

1848

1700

1440

909

247

91.8

43.6

23.2

12.6

6.47

2.45

0.25

0.10

0.09

0.09

160

2909

2665

2296

1971

1742

1591

1271

587

156

71.0

36.8

20.9

12.1

6.56

2.36

0.21

0.12

0.09

0.08

170

2909

2661

2268

1925

1688

1507

1165

421

131

62.7

33.5

19.3

11.6

6.59

2.28

0.15

0.08

0.08

0.08

180

2909

2691

2299

1942

1688

1506

1180

437

134

64.4

34.0

19.2

11.4

6.47

2.41

0.13

0.12

0.12

0.12

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:30 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93ZFLD3030/BL

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 2909

5 2692

10 2312

15 1967

20 1718

25 1545

30 1216

35 474

40 140

45 66.6

50 34.8

55 19.7

60 11.7

65 6.66

70 2.56

75 0.16

80 0.13

85 0.12

90 0.12

200

2909

2711

2364

2041

1811

1639

1334

673

215

78.0

39.1

21.8

12.6

6.95

2.82

0.16

0.12

0.12

0.12

210

2909

2732

2433

2138

1893

1720

1475

965

272

99.2

46.3

24.5

13.2

6.77

2.73

0.26

0.13

0.13

0.13

220

2909

2768

2531

2261

2015

1820

1615

1186

578

195

59.9

27.8

14.0

6.89

2.75

0.45

0.13

0.13

0.13

230

2909

2808

2635

2399

2158

1916

1627

1265

799

326

88.2

33.0

15.1

7.13

2.82

0.53

0.14

0.14

0.14

240

2909

2853

2750

2559

2336

2031

1653

1256

812

400

140

46.4

19.4

8.65

3.08

0.35

0.14

0.14

0.15

250

2909

2895

2857

2723

2518

2160

1710

1226

739

341

143

58.5

25.7

11.2

3.69

0.23

0.14

0.14

0.16

260

2909

2932

2948

2871

2691

2306

1814

1256

687

306

129

56.8

26.9

12.5

4.18

0.18

0.15

0.16

0.16

270

2909

2962

3014

2969

2797

2400

1889

1273

675

295

122

53.8

25.6

11.9

3.93

0.21

0.16

0.16

0.16

280

2909

2983

3053

3014

2843

2445

1937

1319

712

311

129

56.1

26.2

12.2

4.21

0.18

0.15

0.16

0.17

290

2909

2994

3057

2994

2809

2410

1899

1329

772

339

142

58.0

25.4

11.0

3.72

0.23

0.15

0.15

0.15

300

2909

2994

3025

2917

2695

2324

1832

1326

815

390

138

46.9

19.0

8.38

3.03

0.33

0.14

0.14

0.15

310

2909

2983

2960

2786

2511

2162

1744

1286

793

312

86.7

32.2

14.5

6.85

2.76

0.57

0.15

0.14

0.14

320

2909

2968

2884

2645

2318

1986

1662

1162

519

148

57.5

26.7

13.4

6.57

2.70

0.51

0.13

0.13

0.14

330

2909

2945

2789

2484

2134

1829

1489

843

237

91.7

44.7

23.2

12.4

6.40

2.65

0.29

0.14

0.13

0.13

340

2909

2925

2711

2350

1987

1713

1272

501

151

71.6

36.5

20.2

11.7

6.49

2.63

0.17

0.13

0.13

0.13

350

2909

2900

2636

2235

1862

1579

1062

325

119

59.9

31.0

17.6

10.7

6.18

2.21

0.17

0.14

0.13

0.13

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:30 August 2022 Remarks:


