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LAMP PHOTOMETRIC REPORT

MODEL: 96GRF1/515220

POWER: 5W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 375.46 1m ~/+180
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AVERAGE BEAM ANGLE (50%):17.5 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 750.7 803.4 873.2 917.7 882.0 818.6 767.3 676.3 0- 10 125.7 125.7 33.5
20 196.4 204.0 221.7 231.8 227.9 212.5 202.8 198.9 10- 20 105.8 231.5 61.7
30 81.70 88.80 94.71 98.18 95.96 89.10 87.05 82.68 20- 30 64.55 296.0 78.8
40 38.16 39.48 41.28 44.05 42.85 40.80 39.36 36.11 30— 40 38.33 334.4 89.1
50 19.34 20.08 20.27 20.13 21.11 19.37 19.32 19.18 40- 50 22.14 356.5 94.9
60 8.369 7.523 8.292 8.484 7.627 8.168 7.792 7.488 50- 60 11.69 368.2 98.1
70 3.331 2.953 3.428 3.558 2.962 3.386 2.906 2.972 60— 70 5.260 373.4 99.5
80 0.5155 0.6014 0.5444 0.6231 0.6565 0.5340 0.5264 0.4913 70- 80 1.810 375.3 99.9
90 0.0190 0.0149 0.0082 0.0055 0.0163 0.0190 0.0191 0.0205 80- 90| 0.2032 375.5 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:01 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL:

96GRF1/515220

POWER: 5W

VOLTAGE: 230V

WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--1 UNIT: cd
C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 1964 | 1964 | 1964 | 1964 | 1964 | 1964 | 1964 | 1964 | 1964 | 1964 | 1964 | 1964 | 1964 | 1964 | 1964 | 1964 | 1964 | 1964 | 1964
5 1500 | 1525 | 1530 | 1561 | 1569 | 1600 | 1611 | 1642 | 1648 | 1679 | 1682 | 1709 | 1709 | 1728 | 1718 | 1728 | 1711 | 1714 | 1691
10 751 | 721 | 777 | 755 | 814 | 793 | 800 | 834 | 841 | 873 | 875 | 904 | 902 | 924 | 911 | 924 | 904 | 911 | 882
15 308 | 311 | 312 | 319 | 322 | 330 | 334 | 342 | 346 | 354 | 357 | 365 | 366 | 373 | 374 | 380 | 378 | 380 | 372
20 196 | 197 | 196 | 200 | 202 | 206 | 209 | 214 | 217 | 222 | 223 | 227 | 228 | 232 | 232 | 233 | 232 | 233 | 228
25 127 | 129 | 129 | 132 | 133 | 136 | 137 | 141 | 143 | 147 | 147 | 151 | 151 | 153 | 152 | 155 | 153 | 153 | 149
30 81.7 | 82.4 | 86.6 | 87.4 | 87.7|89.9|90.0| 90.0|90.6| 94.7|94.9|97.5|97.8|99.0|97.4|97.4|97.3|97.6|96.0
35 55.5 | 56.0 | 56.5 | 58.6 | 59.2 | 61.2 | 60.4 | 61.6 | 62.3 | 63.4 | 64.0 | 66.0 | 67.2 | 68.1 | 66.9 | 67.4 | 66.1 | 66.7 | 66.0
40 38.2(38.3(38.038.9(39.1|39.8|40.8|40.3|40.4|41.3|40.7|41.4|43.1|44.6|43.5|43.0| 42.8|43.342.8
45 26.8 | 28.4|28.6|29.5|29.7|29.4|28.7|28.5|27.7|27.9|28.8|29.5/|30.0|29.9|28.8|29.4|29.0|30.1]30.5
50 19.3|19.5|19.5|20.2 | 20.3|19.8 | 19.7 | 20.4 | 20.3 | 20.3 | 19.9| 21.1 | 20.4 | 20.5 | 19.8 | 19.0 | 19.4 | 20.5 | 21.1
55 13.0 | 13.0 | 12.6 | 12.4 | 11.7 | 12.4 | 12.6 | 12.9 | 13.2 | 13.0 | 12.7 | 12.4 | 12.6 | 12.8 | 13.3 | 13.3 | 13.1 | 13.1 | 12.9
60 8.37|8.19 | 8.02|7.62|7.44 | 7.60 | 8.00 | 8.29 ([ 8.33(8.29|7.95|7.91|7.92|8.31|8.66|8.69|8.25|7.87 | 7.63
65 5.37 | 5.35|5.12 | 4.93 | 4.70 | 4.95 | 5.24 | 5.59 | 5.49 | 5.50 | 5.29 | 5.09 | 5.29 | 5.73 | 5.97 | 5.78 | 5.48 | 5.09 | 4.87
70 3.33(3.32(3.18|3.04|2.93|2.98|3.15|3.41 | 3.44 |3.43|3.21 |3.13|3.21 |3.49|3.63|3.65|3.42|3.202.96
75 1.60|1.58(1.59|1.58(1.58|1.60|1.57|1.65|1.64|1.67|1.68|1.69|1.73|1.82|1.89|1.84|1.70|1.69 |1.64
80 0.52 | 0.53|0.55|0.59|0.62|0.58|0.54|0.52|0.54|0.54|0.63|0.67|0.68|0.65|0.59|0.56|0.58|0.62|0.66
85 0.16 | 0.13| 0.16 | 0.13 | 0.15 | 0.12 | 0.16 | 0.13 | 0.16 | 0.10 | 0.09 | 0.10 | 0.16 | 0.13 | 0.16 | 0.13 | 0.16 | 0.13 | 0.13
90 0.02 | 0.02|0.02|0.01|0.02|0.01|0.01|0.01|0.01|0.01|0.01|0.01|0.01|0.00|0.01|0.01|0.01|0.01]0.02
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG

Test Speed: HIGH

Temperature:25.3°C
Operators:

Test Date:01 September 2022

Y
te

st System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]
Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF1/515220

POWER: 5W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350

0 1964 | 1964 | 1964 | 1964 | 1964 | 1964 | 1964 | 1964 | 1964 | 1964 | 1964 | 1964 | 1964 | 1964 | 1964 | 1964 | 1964
5 1662 | 1655 | 1628 | 1617 | 1585 | 1577 | 1547 | 1539 | 1508 | 1505 | 1485 | 1487 | 1470 | 1477 | 1466 | 1482 | 1478
10 848 | 841 | 807 | 800 | 837 | 757 | 799 | 724 | 767 | 699 | 745 | 685 | 673 | 679 | 672 | 682 | 735
15 363 | 361 | 352 | 349 | 341 | 337 | 331 | 329 | 322 | 320 | 318 | 318 | 313 | 311 | 308 | 308 | 306
20 223 | 220 | 216 | 215 | 210 | 208 | 205 | 206 | 203 | 203 | 202 | 202 | 199 | 199 | 196 | 196 | 195
25 146 | 144 | 140 | 140 | 137 | 135 | 132 | 132 | 130 | 130 | 128 | 128 | 127 | 127 | 127 | 128 | 126
30 94.0 | 93.6 | 90.3 | 89.4 | 88.8|88.1(89.0|86.4|87.0|83.6|81.1|81.5|82.5|82.9|82.4|83.2|82.1
35 65.3 | 64.4 | 62.2 | 62.0 | 60.4| 61.2 | 60.3|59.8|58.3|57.0|56.1|55.1|54.2|54.7|54.6|54.9|54.8
40 43.2 | 42.9|41.4 | 40.9 | 40.7 | 40.3 | 38.8 | 38.8 | 39.4 | 39.0 | 37.5 | 37.0 | 36.6 | 35.6 | 35.5 | 36.8 | 37.8
45 30.429.9|29.1|28.1|27.4|27.9|28.4|28.4|27.6|26.8|25.9|26.0|26.1|26.9|27.2|26.5|26.8
50 20.5|20.6|19.7|19.5|19.2 |19.2 | 19.5|19.6| 19.3 | 18.7 | 18.4 | 18.4 ([ 19.1 | 19.3 | 19.0 | 18.8 | 18.9
55 12.8 | 12.9| 13.0 | 13.2 | 13.1|12.9 (12.6 | 12.7 | 12.3 |12.6 | 12.8 | 12.3 | 12.1 | 12.2 |11.9| 12.4 | 12.6
60 7.69|7.93|8.05|8.09|8.25|8.09|7.76 |7.67|7.79|7.85|7.96 | 7.76 | 7.58 | 7.40 | 7.59 | 7.75 | 8.02
65 4.85|5.08 | 5.37|5.38|5.33|5.08|4.91|4.80|4.86|5.17 |5.22|5.20 | 4.94 | 4.77 | 4.65 | 4.96 | 5.26
70 2.94 | 3.15|3.30|3.43|3.35|3.25|2.93|2.83|2.91|3.13|3.29|3.18(3.03|2.91|2.84|2.90] 3.12
75 1.66|1.65|1.67 |1.77 |1.61|1.59 |1.51|1.54|1.52|1.58|1.59 |1.52|1.49|1.47 |1.49| 1.50 |1.51
80 0.68 | 0.59 | 0.54|0.52|0.54|0.53|0.58|0.59|0.53|0.48 | 0.50| 0.46 | 0.47 | 0.51 | 0.55|0.49 | 0.51
85 0.16 | 0.13 | 0.16 | 0.13 | 0.16 | 0.12 | 0.14 | 0.08 | 0.12 | 0.13 | 0.16 | 0.13 [ 0.15 | 0.12 | 0.15 | 0.12 | 0.15
90 0.02 | 0.02|0.02|0.02|0.02|0.02|0.02|0.02|0.02|0.02|0.02|0.02|0.02|0.02|0.02|0.02]0.02
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:01 September 2022 Remarks:




