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LAMP PHOTOMETRIC REPORT

MODEL: 96RAY10/WW

POWER: 10W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 832.64 1m /4180
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AVERAGE BEAM ANGLE (50%) :63.7 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 445.5 452.8 465.4 479.0 484.0 470.2 455.2 448.3 0- 10 48.93 48.93 5.88
20 339.9 344.9 345.6 344.6 346.2 348.3 348.5 345.9 10- 20 110.0 158.9 19.1
30 294.1 298.8 297.0 292.0 294.3 297.7 297.6 293.9 20- 30 147.8 306.8 36.8
40 248.3 248.4 246.0 243.6 241.7 241.0 243.2 246.3 30— 40 168.7 475.5 57.1
50 195.1 193.2 190.6 187.9 184.9 182.1 188.9 191.5 40- 50 168.5 644.0 77.3
60 119.7 123.2 123.7 118.8 111.7 110.6 115.2 118.9 50- 60 137.4 781.3 93.8
70 5.800 5.707 6.067 6.641 6.269 5.844 5.943 6.312 60— 70 48.74 830.1 99.7
80 0.8609 0.7696 0.7247 0.7824 0.8546 1.076 1.011 0.9726 70- 80 2.033 832.1 99.9
90 0.2609 0.2685 0.2705 0.2823 0.2193 0.2240 0.2203 0.2194 80- 90| 0.5509 832.6 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.340m [K=1.0000]

Test Date:20 January 2023 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96RAY10/WW

POWER: 10W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 573 | 573 | 573 | 573 | 573 | 573 | 573 | 573 | 573 | 573 | 573 | 573 | 573 | 573 | 573 | 573 | 573 | 573 | 573
5 523 | 525 | 526 | 528 | 530 | 532 | 534 | 537 | 539 | 542 | 544 | 547 | 549 | 551 | 553 | 554 | 555 | 554 | 554
10 446 | 447 | 448 | 450 | 451 | 454 | 456 | 459 | 461 | 465 | 469 | 473 | 475 | 478 | 480 | 483 | 484 | 484 | 484
15 377 | 377 | 376 | 377 | 378 | 380 | 382 | 385 | 386 | 388 | 389 | 392 | 394 | 396 | 398 | 400 | 401 | 402 | 403
20 340 | 341 | 342 | 343 | 344 | 345 | 346 | 346 | 346 | 346 | 345 | 345 | 345 | 345 | 344 | 345 | 345 | 345 | 346
25 321 | 322 | 323 | 324 | 324 | 325 | 325 | 324 | 322 | 320 | 318 | 317 | 316 | 315 | 314 | 315 | 316 | 317 | 318
30 294 | 295 | 296 | 298 | 299 | 299 | 299 | 299 | 298 | 297 | 296 | 295 | 293 | 293 | 292 | 292 | 292 | 293 | 294
35 271 | 272 | 272 | 272 | 273 | 274 | 273 | 273 | 271 | 270 | 269 | 269 | 269 | 269 | 268 | 268 | 267 | 267 | 268
40 248 | 248 | 248 | 248 | 248 | 249 | 248 | 248 | 247 | 246 | 245 | 245 | 245 | 244 | 243 | 243 | 242 | 242 | 242
45 224 | 224 | 223 | 222 | 222 | 221 | 220 | 220 | 219 | 220 | 219 | 219 | 218 | 218 | 217 | 217 | 216 | 216 | 215
50 195 | 195 | 194 | 194 | 193 | 193 | 192 | 192 | 191 | 191 | 189 | 189 | 189 | 188 | 187 | 186 | 185 | 185 | 185
55 159 | 160 | 160 | 161 | 161 | 161 | 160 | 160 | 159 | 159 | 158 | 157 | 155 | 154 | 152 | 151 | 149 | 148 | 148
60 120 | 121 | 120 | 122 | 122 | 124 | 124 | 124 | 124 | 124 | 123 | 122 | 120 | 119 | 119 | 118 | 115 | 113 | 112
65 46.2 | 44.5|43.9|43.2|41.2|39.9(38.0|35.9(34.6|34.3(33.2|32.6|31.432.6|33.1|34.4|35.5|37.3]38.8
70 5.80 | 5.70 | 5.65 | 5.45 | 5.46 | 5.95 | 5.84 | 5.65 | 5.60 | 6.07 | 6.17 | 6.08 | 6.33 | 6.46 | 6.82 | 6.36 | 6.41 | 6.38 | 6.27
75 1.34|1.281.261.21(1.23|1.20|1.22|1.17|1.18|1.17|1.21{1.20|1.25|1.23|1.28|1.31|1.38|1.40 |1.41
80 0.86 | 0.81|0.81|0.77|0.79|0.75|0.77|0.72|0.74|0.72|0.76 | 0.74 | 0.77 | 0.76 | 0.81 | 0.81 | 0.87 | 0.86 | 0.85
85 0.50 | 0.46 | 0.47 | 0.44 | 0.45 | 0.42 | 0.44 | 0.41 | 0.43 | 0.40 | 0.44 | 0.41 | 0.44 | 0.42 | 0.46 | 0.44 | 0.48 | 0.46 | 0.43
90 0.26 | 0.26 | 0.27 | 0.26 | 0.27 | 0.27 | 0.27 | 0.27 | 0.27 | 0.27 | 0.28 | 0.28 | 0.28 | 0.28 | 0.29 | 0.29 | 0.28 | 0.28 | 0.22
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:20 January 2023

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.340m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96RAY10/WW

POWER: 10W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350

0 573 | 573 | 573 | 573 | 573 | 573 | 573 | 573 | 573 | 573 | 573 | 573 | 573 | 573 | 573 | 573 | 573
5 552 | 551 | 548 | 546 | 542 | 540 | 537 | 535 | 532 | 530 | 528 | 527 | 525 | 525 | 523 | 523 | 523
10 482 | 479 | 475 | 473 | 468 | 464 | 460 | 458 | 455 | 454 | 451 | 450 | 449 | 448 | 446 | 446 | 445
15 401 | 400 | 397 | 395 | 392 | 391 | 388 | 387 | 386 | 385 | 384 | 384 | 384 | 383 | 382 | 380 | 379
20 346 | 346 | 347 | 348 | 349 | 349 | 349 | 349 | 349 | 348 | 348 | 348 | 346 | 345 | 344 | 342 | 341
25 318 | 319 | 319 | 321 | 321 | 323 | 324 | 325 | 324 | 324 | 324 | 324 | 323 | 323 | 322 | 322 | 321
30 295 | 296 | 297 | 298 | 298 | 298 | 298 | 298 | 298 | 297 | 296 | 295 | 294 | 294 | 293 | 293 | 294
35 267 | 267 | 266 | 267 | 267 | 267 | 268 | 268 | 267 | 267 | 268 | 268 | 268 | 269 | 270 | 270 | 271
40 241 | 241 | 241 | 241 | 241 | 242 | 243 | 243 | 243 | 244 | 244 | 245 | 246 | 247 | 247 | 248 | 248
45 214 | 214 | 214 | 215 | 215 | 217 | 219 | 219 | 219 | 220 | 220 | 221 | 221 | 221 | 222 | 223 | 224
50 183 | 183 | 182 | 182 | 182 | 184 | 187 | 188 | 189 | 190 | 190 | 191 | 191 | 192 | 193 | 194 | 195
55 145 | 145 | 145 | 146 | 146 | 148 | 150 | 152 | 153 | 154 | 154 | 155 | 155 | 156 | 157 | 159 | 159
60 110 | 110 | 109 | 110 | 111 | 113 | 113 | 115 | 115 | 117 | 117 | 118 | 118 | 120 | 120 | 120 | 120
65 38.6 | 39.6 | 40.4 | 41.3 | 41.8 | 43.3 | 43.3 | 45.2 | 46.2 | 47.9 | 47.8 | 48.0 | 47.9 | 48.8 | 48.2 | 49.4 | 48.6
70 6.02 |5.72|5.69 | 5.76 | 5.92 | 6.09 | 5.73 | 5.75 | 5.94 | 6.18 | 6.17 | 6.11 | 6.16 | 6.47 | 6.10 | 6.01 | 6.01
75 1.531.58|1.70 |1.74 |1.78 |{1.73 (1.70 | 1.63 |1.62|1.57|1.57 |1.54 |1.58 |1.52|1.47 | 1.37 |1.34
80 0.94 [ 0.96 |1.04|1.05|1.10 | 1.06 |1.06|1.00|1.01|0.96|0.99|0.97 |1.00|0.95|0.94|0.87]|0.86
85 0.49 | 0.48 | 0.53 | 0.52 | 0.55 | 0.52 | 0.54 | 0.50 | 0.53 | 0.50 | 0.52 | 0.49 | 0.53 | 0.49 | 0.51 | 0.46 | 0.47
90 0.21|0.21|0.23|0.22|0.23|0.23|0.23|0.22|0.22|0.22|0.23|0.22(0.22|0.22|0.22|0.210.20
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.340m [K=1.0000]

Test Date:20 January 2023 Remarks:




