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LAMP PHOTOMETRIC REPORT

MODEL: 99POMT30/WH

POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1435.6 1m ~/+180
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AVERAGE BEAM ANGEE (50%):102.4 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 539.6 538.6 538.2 538.8 534.7 534.9 537.0 541.1 0- 10 52.17 52.17 3.63
20 504.4 502.4 501.2 504.2 496.1 495.6 499.7 507.6 10- 20 147.3 199.5 13.9
30 448.9 451.3 444.8 452.7 445.0 436.7 442.7 454.6 20- 30 218.9 418.4 29.1
40 379.0 375.8 372.8 381.0 374.8 363.0 371.0 381.8 30— 40 257.8 676.2 47.1
50 302.5 293.4 290.9 298.3 293.4 282.7 289.7 300.5 40- 50 258.6 934.8 65.1
60 215.5 208.7 205.4 208.8 205.5 200.0 205.6 216.9 50- 60 224.7 1159 80.8
70 126.9 126.6 122.1 125.3 122.4 118.8 122.9 133.0 60— 70 164.6 1324 92.2
80 49.06 47.55 46.60 49.10 45.76 44.71 47.92 55.15 70- 80 89.91 1414 98.5
90 1.983 1.252 7.948 1.066 1.573 1.006 3.258 0.8967 80- 90 21.63 1436 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:15 November 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99POMT30/WH

POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--1 UNIT: cd
C (DEG)
y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180

0 552 | 552 | 552 | 552 | 552 | 552 | 552 | 552 | 552 | 552 | 552 | 552 | 552 | 552 | 552 | 552 | 552 | 552 | 552
5 560 | 558 | 555 | 553 | 552 | 552 | 553 | 555 | 557 | 560 | 560 | 558 | 553 | 549 | 548 | 547 | 546 | 546 | 545
10 540 | 539 | 539 | 539 | 539 | 538 | 538 | 538 | 538 | 538 | 540 | 546 | 550 | 541 | 537 | 536 | 536 | 535 | 535
15 525 | 524 | 524 | 524 | 524 | 523 | 523 | 523 | 522 | 522 | 522 | 523 | 532 | 527 | 521 | 520 | 519 | 519 | 518
20 504 | 504 | 504 | 503 | 503 | 502 | 502 | 502 | 501 | 501 | 501 | 501 | 503 | 509 | 499 | 499 | 498 | 497 | 496
25 479 | 478 | 478 | 477 | 477 | 476 | 476 | 476 | 475 | 475 | 475 | 475 | 475 | 486 | 474 | 474 | 473 | 472 | 471
30 449 | 448 | 448 | 449 | 451 | 452 | 448 | 445 | 445 | 445 | 444 | 444 | 445 | 457 | 448 | 449 | 448 | 447 | 445
35 415 | 415 | 416 | 419 | 419 | 412 | 411 | 411 | 410 | 411 | 410 | 411 | 414 | 421 | 416 | 416 | 414 | 413 | 416
40 379 | 380 | 389 | 390 | 377 | 375 | 377 | 382 | 372 | 373 | 373 | 377 | 379 | 383 | 379 | 379 | 377 | 377 | 375
45 340 | 347 | 344 | 341 | 335 | 334 | 333 | 333 | 334 | 333 | 333 | 338 | 340 | 341 | 339 | 339 | 338 | 337 | 335
50 303 | 304 | 303 | 296 | 294 | 293 | 292 | 291 | 290 | 291 | 291 | 292 | 292 | 299 | 298 | 293 | 294 | 296 | 293
55 260 | 262 | 260 | 256 | 257 | 254 | 255 | 249 | 248 | 248 | 249 | 250 | 251 | 251 | 251 | 251 | 250 | 253 | 247
60 216 | 223 | 212 | 211 | 209 | 208 | 207 | 206 | 206 | 205 | 206 | 211 | 208 | 209 | 209 | 209 | 207 | 210 | 205
65 170 | 170 | 169 | 168 | 167 | 166 | 165 | 164 | 163 | 166 | 163 | 165 | 166 | 167 | 166 | 166 | 164 | 165 | 164
70 127 | 127 | 127 | 127 | 125 | 128 | 123 | 125 | 121 | 122 | 122 | 124 | 125 | 126 | 125 | 125 | 123 | 122 | 122
75 85.9 | 86.9 | 86.7 | 86.1|85.5|84.7(83.1|82.4(81.8(82.2(82.5(83.4|84.3|85.8|85.8|85.1|83.5/|82.7]|82.3
80 49.1 | 49.4 | 48.8 | 48.5|47.9 | 47.2 | 46.3 | 48.4 | 47.2 | 46.6 | 46.7 | 48.3 | 48.3 | 49.0 | 49.2 | 48.2 | 46.8 | 46.1 | 45.8
85 16.9|16.4 | 15.9|15.9 | 15.2 | 15.5 | 17.4 | 17.9|17.8 | 17.9|18.0| 18.0 | 17.1 | 17.7 | 17.9 | 16.8 | 15.4 | 14.5 | 14.4
90 1.98|1.46 [ 1.23|1.05|1.02|1.48 | 4.17 | 7.03|7.94|7.95|7.34|5.54|2.41|1.12|1.01|0.93|0.85|1.13 |1.57
C Range: - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG

Test Speed: MEDIUM
Temperature:25.3°C
Operators:

Test Date:15 November 2022

Y
fe

Remarks:

st System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99POMT30/WH
POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 552 | 552 | 552 | 552 | 552 | 552 | 552 | 552 | 552 | 552 | 552 | 552 | 552 | 552 | 552 | 552 | 552
5 545 | 545 | 546 | 546 | 546 | 546 | 546 | 546 | 547 | 547 | 547 | 548 | 549 | 550 | 553 | 558 | 561
10 535 | 535 | 535 | 535 | 535 | 535 | 536 | 537 | 537 | 538 | 538 | 539 | 540 | 543 | 551 | 550 | 542
15 518 | 518 | 518 | 518 | 518 | 519 | 519 | 520 | 521 | 522 | 523 | 524 | 524 | 530 | 536 | 527 | 525
20 495 | 495 | 495 | 495 | 496 | 497 | 497 | 498 | 500 | 501 | 502 | 503 | 504 | 511 | 509 | 505 | 505
25 468 | 468 | 468 | 469 | 469 | 470 | 470 | 472 | 473 | 475 | 476 | 478 | 479 | 488 | 481 | 480 | 480
30 443 | 438 | 437 | 437 | 437 | 438 | 440 | 442 | 443 | 445 | 446 | 448 | 449 | 460 | 450 | 451 | 450
35 410 | 403 | 401 | 401 | 401 | 403 | 404 | 406 | 411 | 411 | 412 | 414 | 415 | 422 | 417 | 417 | 417
40 373 | 366 | 363 | 363 | 363 | 364 | 366 | 369 | 371 | 374 | 375 | 377 | 379 | 385 | 380 | 381 | 380
45 333 | 325 | 323 | 323 | 323 | 325 | 326 | 329 | 331 | 334 | 336 | 339 | 340 | 345 | 342 | 342 | 341
50 285 | 284 | 283 | 283 | 283 | 284 | 285 | 287 | 290 | 293 | 296 | 298 | 300 | 301 | 301 | 302 | 301
55 244 | 243 | 242 | 242 | 241 | 242 | 244 | 246 | 248 | 251 | 254 | 257 | 258 | 260 | 260 | 260 | 266
60 206 | 202 | 200 | 200 | 200 | 201 | 202 | 204 | 206 | 209 | 211 | 215 | 216 | 218 | 218 | 217 | 215
65 162 | 160 | 159 | 160 | 159 | 160 | 160 | 162 | 164 | 167 | 169 | 172 | 174 | 175 | 175 | 174 | 171
70 120 | 120 | 119 | 119 | 119 | 119 | 120 | 122 | 123 | 126 | 128 | 131 | 132 | 134 | 133 | 131 | 128
75 81.3 | 80.9|80.4|80.6|80.4|80.7(81.2|82.7|84.1|86.2|88.3|90.8|92.1|93.2|91.0/|88.1|85.6
80 45.0 | 44.7 | 44.4 | 44.8 | 44.6 | 44.9 | 45.4 | 46.7 | 47.9 | 49.8 | 51.8 | 53.1 | 54.8 | 55.5 | 51.2 | 47.1 | 47.1
85 13.4 | 13.3|12.8 | 12.8 | 13.8 | 14.1 | 14.6 | 15.8 | 16.8 | 18.6 | 19.9 [ 21.2 | 21.2 | 21.0 | 15.5 | 16.6 | 16.7
90 1.601.47|1.19|0.98|1.03|1.31|1.85|2.51|3.26|3.85(3.83|2.18|0.93|0.87|1.08|1.38|1.57
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:15 November 2022 Remarks:




